MACEY BOUCLE
BARSTOOL

DESIGN # SFV4861

Assembly Instructions
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Need help?

Feel free to contact us via email or call
if you have any specific questions! L]
contact us:

cs@safavieh.com

866-422-9070
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Thanks for bringing 1

Safavieh Couture into Open the box and take out the parts and hardware
your home

Every thing we make is incredibly

simple to set up, including your new

barstool. You won’t need any

additional tools. A

Parts List Hardware List

Ax1 HW1x8 @
SEAT Split Lock Washer(M6) B
Bx1 HW2 x 8
HW3 x 4
Cx1
Socket Screws 6x1.25x65MM 2
BACK PART
HW4 x 4 Place the Split Lock Washer (HW1) and the Flat Washer (HW2) on the Socket Screws (HW4) in
the order shown below. Align the screw holes on the Front Part (B) to the screw holes on the
Dx1 Socket Screws 6x1.25x45MM front of the Seat (A). Attach them together by using the Allen Key (HW?7) to screw in the Screws
(HW4) with the washers on them as shown below. Don’t fully tighten the screws.
STRETCHER
[ HWS5 x 2
Screw 4x50MM
HW6 x 1 HW2 HW1 HW4
Dowel (@8)
HW7 x 1
Allen Key(M4)
Phillips head screwdriver tool
(Not included)
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Attach the Stretcher (D) to the Front Part (B) by using a Philips Head Screwdriver (not included) Turn the barstool upright. Make sure all legs are level and fully tighten all the screws.
to screw in one of the Screws (HW5) as shown below.
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Insert one end of the Dowels (HW®6) into the back of the Seat (A) and the other end into the Place the barstool in the place where you will use it. We’d love to see it — just tag us
Back Part (C) as shown below. Align the screw hole on the Stretcher (D) to the screw hole in the (we're @safavieh) and use the hashtag #safavieh on Instagram!

Back Part (C) and use a Philips Head Screwdriver (not included) to screw in the Screw (HW5).
Place the Split Lock Washer (HW1) and Flat Washer (HW2) on the Socket Screws (HW3) in the

order shown below. Attach the Back Part (C) to the Seat (A) by using the Allen Key (HW6) to 7
screw in the Screws with the washers on them. Don’t fully tighten the screws.

HW2 HW1 HW3
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